Oakland Center  PV
If a student is not able to demonstrate a specific item, the instructor may verbally ask the student about the procedure.

The student must abide to all requirements of the C1 rating guidelines.  If the student is not operating at the level set for a C1, the exam will be failed.

Immediate Failure Items: If the student commits an error on any of the following items, the test is stopped and the student has failed.
Proper Frequencies – If the student uses the incorrect frequency, the exam is failed.
Student understands/demonstrates proper IFR/VFR separation requirements.  If these are not followed, the exam is failed.
The student is aware of horizontal airspace boundaries.
Student vectors aircraft in accordance with all MVA’s
Student issues (if necessary) speed restrictions in accordance with 7110.65
Student maintains proper separation of aircraft entering other airspace in accordance with LOAs
Radar identification of departing aircraft is properly established.
Student is aware of all neighboring ARTCC’s.
Traffic advisories are issued properly and timely
IFR releases and clearance void times are correctly issued at non-towered airports
Radar identification of pop up targets is established
Aircraft arriving off of standard routes are rerouted in accordance with SOP
Handoffs are given properly and timely.
Pointouts are given properly and timely
Student hands arrivals off to appropriate approach facility

One Mistake is allowed from this list: A student can have 1 error on each item listed.  However, more than 1 error on an item causes the exam to be failed.

Local altimeter settings are given on initial contact/when needed.
Student descends all aircraft on arrivals in accordance with ZOA SOP
Student amends any aircraft cruising on an incorrect altitude.
Student understands how to contact a SUP for an unresponsive aircraft
